
CasiPlus C+

Abmessungen   L 1250 mm bis 1000 mm B 500 bis 1000 mm, Dicke 18 mm bis 100 mm

Liefermass 1000 mm x 1250 mm ; D 30 mm bis max 100 mm

Maßabweichung Dicke +-1,5mm; L/B +-3,5 mm

Organic content 

 >1%

Rohdichte

kg/m3 +-10% ca. 245

Euroclass 

EN 13501-1 A1

Water Absorption Coefficient

 0,848 kg/m²s0,5

Water vapour transmission µ

 EN 12086:2013 3

Sound reduction index ca.! dB

Thickness 19 mm 24

Thickness 38 mm 27

Thickness 60 mm 29

Thermal conductivity

EN 12667:2001 Category 1 EN ISO 10456:2007   

Lambda 23, 50 aus ETA 0,074  

Lambda gem MPA Bremen 0,066

all in W/(mK)  

Dimensional stability after 48 h storage at 70+-2 C EN 1604

 L/B <0,5%

 L/B <0,5%

Colour White/grey

Umweltdeklaration EPD

Data are average results of tests conducted under standard procedures and are subject to
 variation. Data contained in this data sheet are supplied in good faith as a technical service and are subject
 to change without notice. Misprint and errors excepted.

 

Calciumsilikat-Platte

Dimensional stability after 48 h storage at 23+-2 C and 90% +-5% RH


